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Tyre Selection Guide

 Always deflate tyre completely before removing lock or side rings.
 Never use wheels of different manufacturers or different sizes.
 Never mount tyres on wheels which are damaged or not smooth and clean.
 Always clean and inspect wheel. Lubricate beads [and rim flanges for tubeless 

types], tube and rim side of flap with an approved rubber lubricant.
 Always be sure that wheel components are properly seated before inflating.
 Always use an extension hose with gauge and clip-on chuck.
 Never inflate beyond 1.5 bar prior to placing tyre/wheel assembly in 

a safety cage.
 Always use a safety cage or other restraining device when inflating the tyre to 

seat the beads and/or inflating the tyre to normal operating inflation pressure.
 Never stand, lean or reach over the assembly during inflation.
 After beads are fully seated, adjust to vehicle manufacturer's recommended 

inflation pressure.
 Never mount radials on the same axle with bias tyres. Follow vehicle manufacturer’s 

recommendations.
 Tyres must be removed when remaining tread depth reaches regulated 

minimum tread pattern in a country.

 Winter tyres have "Platform Indicators" in the grooves, marked with an arrow on 
 the sidewall, which indicates their location.
 Winter tyres can no longer be used as winter tyres after the "Platform 
 Indicators" have appeared on the tread surface. This occurs when the original 
 tread depth has approximately 50% wear.
 Stones, gravel and other foreign objects stuck in the tyre treads may damage 
 the tyre. Remove foreign objects from the treads.
 Objects in the road such as potholes, glass, metal, rocks, wood debris, 
 kerbstones and others that could damage a tyre should be a safely avoided.
 To preserve traffic safety and tyre life, YOKOHAMA recommends driving safely 
 and avoiding hard acceleration, braking or cornering in unnecessary situations.
 If you feel the vehicle is unstable or feel any unusual noises or vibrations, stop 
 your vehicle in a safe place and inspect your tyres. Even if no visible defects 
 are found, drive slowly and ask your tyre dealer to inspect your tyres as soon 
 as possible.
Never use a tyre under the following conditions and replace a tyre 
immediately:
 If the tread has worn to the tread wear indicator.
 If breaks in the fabric appear.
 If cords or wires are exposed.

USER INFORMATION: Only specially trained personnel should mount tyres. Failure to comply with these tyre demounting/mounting safety 
precautions can cause the bead to break and the assembly to burst with sufficient force to cause serious injury or death.

* Do not mix different tyre size designations or constructions on the same axle. Always use the tyres for their intended service purpose.  
* Some vehicles require specialized tyre fitment. Please consult your YOKOHAMA distributor for details. 
* The RY637 should, to achieve maximum performance, be used on the steer axle in long distance smooth road operation.
* For maximum performance, the TY607 should be used on regional transport.  
* The MY507A WB can also be used on the steer axle in on & off short distance operation. 
* Under normal highway conditions, the steer tyres above can also be used on the drive axles.
* The availability of products shown in this table may vary from country to country. 
* Please consult your YOKOHAMA distributor for local availability.

Moisture in a tyre can damage the casing. Stock tyres in a dry area. Dry interior before mounting. Inflate with dry air.
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Axle PositionTyre Selection Reference Road Conditions

Unpaved road rate

less than 20%

less than 20%

Long Haul Operation

Regional Haul Operation

Bus and Coach

On / Off Road - Short Distance Operation

Winter Operation

TrailerDriveSteer

107ZL, 106ZS
RY407, RY637

104ZR, RY023
106ZS

901ZS, TY287 MY507, MY507T
TY303T

SY397

RY357, RY253
RY023T, RY103
Y785R

RY103, Y793R

MY507, MY547 LY717 MY507A

RY537

107ZL, RY637, 104ZR, RY023

TY607, TY303

TY517E RY357, RY253

Type of Operation


